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Australian Vitrified Clay 
AS1741 142 196 285 370 460 535 610 715

Hepworth Supersleve 122 178 265 357

Hepworth Hepseal 271 378 492/502 542/561 602/617 717

Naylor Densleeve 131 188 278 380

Naylor Thermachem 131 188 254 278 318 380 455 585 610

Steinzeug Keramo 131 159 186 242 299 355 417 486 548 581 687

Asbestos Cement 122 164 262 344 424 505 586 664

Concrete Pipe * 146 197 273-311 346-400 439-496 512-597 594-666 678-762

FRC Class 1 126 187 264 346 429 515 601 686

FRC Class 4 135 199 283 369 457 548 644 735

PVC DWV Pipe AS1260 36 43 56 69 82 110 160 200 250 315 401 501 631

PVC Stormwater Pipe AS1254 75 90 110 160 200 250 280 315

PVC Pressure Pipes AS1477 42 48 60 75 89 114 140 160 200 225 250 280 315

Blue PVC AS2977 122 178 233 260 286 346 426

Vulcathene 114 168

Bailey Bazooka Culvert Pipe 260 344 425 500 680

EuroFlo Twinwall 160 200 250 315 400 500

Everhard Ribstruct 370 455 584 734
Iplex BlackMax / SewerMax 
Stormwater 259 344 428 514 600 682

Iplex Superstorm 110 160 200 250 315 400 500 560 630

The Green Pipe 268 317 390 468 557 640

Ultrarib 170 250 335

Vinidex Storm Pro/ Sewer Pro 169 259 343 428 514 600 682

Cast Iron AS2544 122 178 233 260 286 346 426

CI AS1631 Type A 116 167 245 327

CI AS1631 Type B 112 165 244 325

Galvanised  Iron  AS1074 114 140 165

Ductile Iron AS2280 122 177 232 259 286 345 426 507 560 667

Stainless Steel 110 160
Mild Steel Cement Lined  
AS1579 114 168 219 257 273 324 356 406 457 508 559 660

Copper Tube AS1432 32 38 50 63 76 101.6 127 152 203

This table is a guide only. Fernco hold no responsibility for manufacturers changing pipe diameters. Fernco always recommend a site measurement before ordering.
*Concrete pipe diameters vary depending on manufacturer and territory.
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